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as a result of the absence of control-centric induc-
tive biases. Such absent inductive biases include
spatial locality and translation equivariance bias
which convolutions naturally offer. To this end, we
introduce Convolution Injector (Coln), an add-on
module that injects convolutions which are rich in
locality and equivariance biases into a pretrained
VIiT for effective adaptation in visuo-motor con-
trol. We evaluate Coln with three distinct types
of pretrained ViTs (CLIP, MVP, VC-1) across 12
varied control tasks within three separate domains
(Adroit, MetaWorld, DMC), and demonstrate that
Coln consistently enhances control task perfor-
mance across all experimented environments and
models, validating the effectiveness of providing
pretrained ViTs with control-centric biases.!?

1. Introduction

Developing intelligent robotic agents capable of precise
visuo-motor control is an important area of research. A
standard paradigm of developing such agents is to train the
visual encoder and control policy end-to-end, using domain-
specific control data (Levine et al., 2016). However, this
approach limits the applicability of visuo-motor control
policies in real-world scenarios due to the excessive amount
of data required for learning and the lack of flexibility in
adapting to new situations, such as unseen environments.
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Performance comparison

Figure 1. Avg. performance across 12 visuo-motor control tasks.
Our model Coln introduces convolutional inductive biases into
ViTs, resulting in consistent performance improvements for various
pretrained ViTs.

In the fields of computer vision and natural language pro-
cessing, a large number of studies have shown that pre-
training high-capacity models on large datasets demonstrate
superior data efficiency and generalization capabilities com-
pared to approaches trained from scratch (Dosovitskiy et al.,
2021; Bommasani et al., 2021; Devlin et al., 2018; Brown
et al., 2020). In response, for visuo-motor control, there has
been a growing interest in utilizing large visual encoders
pretrained on extensive and diverse datasets (Radosavovic
et al., 2022; Hansen et al., 2021; Majumdar et al., 2023).

For visuo-motor control, Vision Transformers (ViT) (Doso-
vitskiy et al., 2021) emerges as an appealing choice as it
achieved remarkable success in a wide range of computer
vision tasks such as image classification (Dosovitskiy et al.,
2021; Bao et al., 2022), object detection (Liu et al., 2021;
Li et al., 2022) and semantic segmentation (Strudel et al.,
2021; Kirillov et al., 2023). The success of ViTs is attributed
to their weak inductive bias, which significantly enhances
model performance when scaled with a large pretraining
dataset and model size (Naseer et al., 2021; Yu et al., 2021;
Mao et al., 2022; Chu et al., 2021; Dehghani et al., 2023).

Nonetheless, although the weak inductive bias of ViTs is
advantageous for scaling during the pretraining phase, this
characteristic may hinder their effective adaptation for visuo-
motor control. For effective visuo-motor control, a visual
encoder must (i) focus on the interaction area of interest,
and (ii) track object and gripper positions with respect to
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Figure 2.0verall framework. (Stage 1) The advent of open-

et al., 2018) for three different pretrained ViT visual en-
coders: CLIP (Radford et al., 2021), MVP (Radosavovic
et al., 2022), and VC-1 (Majumdar et al., 2023). Our results
demonstrate that Coln consistently enhances downstream
control task performance across all environments and with
all pretrained ViTs. Notably, when paired with CLIP, ne-
tuning with Coln achieved a substantial 11.3 point increase
in mean success over netuning the baseline CLIP model.
These ndings suggest that the incorporation of locality
and translation-equivariance-aware features plays a crucial
role in enhancing the capabilities of ViTs for visuo-motor
control tasks.

In summary, although ViTs gain advantages from large-
scale pretraining due to their weak inductive bias, this
same characteristic limits their adaptability for visuo-motor

control tasks because of the absence of speci c control-
centric biases. Consequently, we introduce Coln, a module
which incorporates bene cial control-centric inductive bi-

ases, readily provided by convolutional layers, into large-

sourced, large-scale ViTs pretrained with extensive web-scal§cale pretrained ViTs. Our code is availablehéps:

datasets provides generalized, ready-to-go visual representatiofgodnpeter.github.io/Coln
(Stage 2) To adapt these pretrained ViTs for visuo-motor control,

we netune them with an additional light-weight module, Coln,
enhancing the ViT's ability to extract visual features bene cial for
control, such as spatial locality and translation equivariance.

2. Related Work
2.1. Pretrained Visual Encoders for Control

Recently, pretraining effective visual encoders for control by

their changes in locations. ViTs inherently lack such prop!everaging large, diverse datasets from the internet has gain
erties due to their design. Such limitations of ViTs can beMuch interest from the research community (Parisi et al.,

addressed by incorporating two speci ¢ biases that are nag022; Nair et a!., 2022; Radosavoyic etal., 2022; M.ajum-
urally present in convolutional layers: (i) a bias towardsdar etal., 2023; Wang et al., 2022; Yuan et al., 2022; Shah

spatial locality, and (ii) a bias for translation equivariance.

To this end, we introduc€onvolution Injector (Coln),

& Kumar, 2021). Speci cally, PVR (Parisi et al., 2022) is
among the initial investigations into the use of large pre-
trained visual encoders for control. It demonstrates that

a module designed to inject spatial locality and translaghile doing behavior cloning, ResNet encoders (He et al.,
tion equivariance biases into a pretrained ViT for effective2016) trained via self-supervised contrastive learning (He
adaptation in visuo-motor control. Coln is a simple andet al., 2020) can match the performance of state-based in-
lightweight add-on module (3.6% of additional parameterspyts, Further advancements are seen in R3M (Nair et al.,
to a standard ViT-B/16) designed to exploit the strength$022), which employs a temporal contrastive objective to
of pretrained ViTs while providing advantageous inductive|earn representations for robotic control and VIP (Ma et al.,
biases essential for visual control tasks. Speci cally, Coln2022), which focuses on learning visual representations
extracts locality and translation equivariance-aware featureghich re ect the distance between states and goals. Simi-
through convolutional layers and integrates them into thqany, MVP (Radosavovic et al., 2022) and VC-1 (Majumdar
VIT architecture using a cross-attention mechanism (segt al., 2023) demonstrate the ef cacy of ViTs pretrained
Figure 3). This integration enables the pretrained VIT to efyjth MAE (He et al., 2022) on extensive internet video and
fectively leverage both its pretrained knowledge and newlyimage data for robotic manipulations. As an alternative at-
obtained spatial prior features during adaptation for downtempt' MOO (Stone et al., 2023) and RT-2 (Brohan et al.,
stream control tasks. Therefore, Coln eliminates the need 9023) investigate the application of vision-language mod-
retrain pretrained ViTs from scratch with datasets and obg|s pretrained on broad internet data, for improved robotic

jectives speci cally tailored for visual control applications.

control and emergent reasoning. Unlike previous research

To thoroughly evaluate the effectiveness of Coln, we conhich mainly focus on the performancefadzenweights
duct extensive evaluations across 12 different visuo-motol différent control tasks, our work delves into the effec-
control tasks within 3 distinct domains: Adroit (Rajeswaran iVeness and challenges aietuning ViTs for control tasks,
etal., 2018), Metaworld (Yu et al., 2020), and DMC (Tassapartmularly in the context of imitation learning.
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2.2. Integration of CNNs with Pretrained ViTs in
Computer Vision

The integration of CNNs with pretrained ViTs to lever-
age their collective capabilities for various computer vision
tasks has recently been investigated by the research com-
munity (Peng et al., 2021; Fang et al., 2023; Chen et al.,
2022b; Ranftl et al., 2021; Hong et al., 2022). VitMatte (Yao

et al., 2024) demonstrates the effectiveness of combining
lightweight CNNs with a pretrained ViT for enhanced im-
age matting. For dense prediction, DPT (Ranftl et al., 2021)
introduces a randomly initialized CNN decoder, and ViT-
Adapter (Chen et al., 2022b) utilizes a CNN-based adapter
which embeds local semantic features into pretrained \m—%igure 3.0verall architecture of Coln. While leaving the (a) ViT

MIMDET (Fang et al., 2023) employs a compact CNN €N-architecture untouched, (b) Coln incorporates two key modules:

coder pEfO"e t'he patch embedding |ay('?‘r of VT, C.reating & CNN encoder, which captures spatial locality and translation
CNN-VIT hybrid feature extractor for object detection. equivariance rich features from the input image, and a cross at-

Such hybrid models are particularly well-suited for visuo-tention module, which introduces such biases into the ViT patch
token embeddings. Notably, these enhancements are seamlessly

motor Contr,OI app“_cat'ons' This approach najurally '_nte'integrated without any modi cation to the overall ViT architecture.
grates spatial locality and translation equivariance biases

which lack in ViTs, but are essential for visuo-motor control.

This eliminates the need for retraining with visuo-motor

speci ¢ datasets for obtaining ViTs tailored towards visuo-skiy et al., 2021). For an imagé 2 R" W 3 (H;W
motor control. However, despite active exploration in comdenotes the image's resolution), the model segments the
puter vision, the application of such convolutional bias inteimage into patches of size6 16 through the patch em-
grated pretrained ViTs for visuo-motor control has been relpedding module. Then, these patches undergoes a three-step
atively unexplored (often relying on either standard ResNetransformation: they are (1) attened, (2) projected into
or ViT models as previously mentioned in section 2.1). Ourp-dimensional vectors, and (3) augmented with positional
research aims to address this gap, exploring how pretrainegmbeddings. The resultant tokefy(in Eq. 1) are then fed

ViTs can be effectively adapted for control tasks while fully sequentially through a series of transformer encoder blocks.
leveraging their well-generalized features.

3. Method

Zo = PatchEmbeddin ); X2RH W 3
Our objective is to enhance the capabilities of pretrained 0 e) N D Q)
ViTs for visuo-motor control, by introducing control-centric ~ Z1 = Block(Z; 1); 1=1::L; Z1 2R

inductive biases during the adaptation stage. To achieve this,

we propose a simple yet effective add-on module, termed

Coln. Inspired by ViT-Adapter (Chen et al., 2022b), Coln | denotes the total number of transformer encoder blocks
is composed of a lightweight CNN encoder and a crossandN denotes the number of patches.

attention layer (Chen et al., 2021). This design enables the

effective incorporation of locality and translation equivariant3 o cNN Encoder

features extracted from the CNN encoder into ViT's patch

embeddings for improved visuo-motor task performancel© adapt a standard pretrained ViT for control tasks, we
From here, we denotonvolutional inductive biat refer  introduce a lightweight CNN encoder (Figure 3b (left)). Its

to both spatial locality and translation equivariance. primary role is to generate features rich in spatial locality
and translation equivariance bias which will later bene t

The VAT architecture is brie y described in Section 3.1, and {he token embeddingg before they proceed through the
the CNN module and cross-attention mechanism in Colf,ansformer encoder blocks.

are described in Section 3.2, 3.3, respectively.
The design of the CNN encoder takes inspiration from the

3.1. Vision Transformer spatial prior module described in ViT-Adapter (Chen et al.,
2022Db). Initially, it uses a standard convolutional stem (He

In ViT, there are primarily two components: the patch em-t al., 2016), which is followed by a series of strid&-2 3
bedding module and transformer encoder blocks (Dosovitonvolutions.
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priors, while simultaneously leveraging the robust and pow-

S = Stem(X) S2 RT T o erful representations of a pretrained ViT.
- Howo o
F1 = Conv (S) F12 Rz VBV 2) 3.4. Implementation and Computation Requirements
F, = Conw (F F,2R®s 1 @ - S .
2 v (Fa) 2 f j: We note that Coln exhibits a signi cantly lower computation
F3 = Conw (F3) F32 R 3z footprint compared to a standard ViT, thereby minimizing

the additional computational burden during the netuning
wherec; denotes the hidden dimension of each layer. stage. To illustrate, while a standard ViT-B/16 (our primary
experimental architecture) contains approximately 85.8M
parameters, Coln contains only approximately 3.1M param-
eters. This amounts to merely 3.6% of the parameter count
of a ViT-B/16, highlighting Coln's lightweight nature. Such

As the output from the stem lay& passes through sub-
sequentCony; to Conw, we generate a feature pyramid
consisting of multiple scales, represented g, =

fF 1; F2; F30. Each scale of this pyramid corresponds to

diff h luti idi hensi i ticompact design makes Coln an affordable add-on module
a direrent resofution, provicing a comprenensive spatiay, o additionally trained along with the ViT during the ne-
representation of the input image. The inclusion of this

) : . tuning stage. Furthermore, in the interest of computational
multi-scale feature map array in our architecture enhance

s . . . ANCESy ciency within the cross-attention layer, we adopt a linear
the model's ability to perceive spatial information at various

luti hich is a k ¢ | tasks wh sparse self-attention variant (Zhu et al., 2020; Chen et al.,
resolutions, which Is a key aspect for control tasks w er%022b),which is recognized for its computational ef ciency

recogni_zing diﬁgrent spatial SC"?"eS Is e_zsser_1tia|. Aplations %fh terms of trainable parameters, training time, and mem-
employing multi-scale feature is provided in Section 5'4'1‘ory compared to conventional global self-attention modules.
Next, to makes these feature maps compatible with the ViTFurther implementation details are provided at Appendix C.
token embeddings, we apply 1 convolutions to each scale

of the feature pyramid, which resultsn 2 Rs & D, 4. Experiment Setup

F,2 Ris 1 D andF; 2 R% 3% D, whereD matches '

the dimension of the ViT patch token embeddigs 4.1. Environments

Here we describe the environments and tasks used in our
evaluation. We consider a total of 12 tasks across three differ-
To incorporate the convolutional inductive bias rich fea-€nt domains: 2 tasks from Adroit (Rajeswaran et al., 2018),
tures provided by the feature pyran‘ﬂ.—d:onv into a pre- 5 tasks from MetaWorld (YU et al., 2020), and 5 tasks from
trained ViT, we utilize the multi-head cross attention mechPMC (Tassa et al., 2018). We provide a brief description

3.3. Cross Attention Module

anism (Vaswani et al., 2017; Alayrac et al., 2022). regarding the selected tasks below (See Figure 4).
Initially, each of the feature maps fromicon is at- Adroit (Rajeswaran et al., 2018) is a suite of tasks focused
tened and merged into a singular teng®fon = on dexterous manipulation. The agent is required to con-

R(HW= 82+ HW= 162+ HW=32%) D Subsequently, we employ trol a 28-DoF anthropomorphic hand to accomplish various
the output patch embeddings from the ViT, as the query. goal-oriented activitit_as in a virtual 3D en\_/ironment. We fo-

F convis utilized both as the key and the value. This cross¢US on two challenging tasks from Adroit, ‘Relocate’ and
attention mechanism enables the pretrained ViT to utilizeR€orient-Pen’, where the agent's objective is to either po-
the spatial locality and translation equivariance bias richSition an object at a speci c target location or align it to
features extracted by the CNN encoder, which are importan® Predetermined orientation. These tasks serve as a mea-

for downstream visuo-motor control tasks. sure of the robot's precision and adaptability in complex
manipulation tasks.

2o = Zo + CrossAttentioZo; F %om) MetaWorld (Yu et al., 2020) requires an agent to control a
' (3) Sawyer robot arm to perform various object manipulation
Zy = Block(Z 1); 1=1::L tasks on a tabletop environment. Following prior work (Ma-

jumdar et al., 2023; Nair et al., 2022), we utilize ve tasks

The enriched outpurﬁ(_,, which are the sum of the outputs o Metaworld: Assembly, Bin Picking, Button Pressing,
from the cross-attention module and the origidgl are 5o\ er Opening, and Hammering.

then processed through the standard encoder blocks of the
original ViT transformer. Deepmind Control Suite (DMC) (Tassa et al., 2018) is a

. . . widely used benchmark for continuous control which in-
This formulation ensures a seamless and effective intedrggyes |ow-level locomotion and manipulation of various
tion of convolutional features into the ViT architecture. It dif culty. In our studies, we focus on ve tasks from the

allows for a feature representation enriched with spatial

4
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Figure 4.Visualization of tasks used in our evaluation We utilize 2 tasks from Adroit, 5 tasks from Metaworld, and 5 tasks from DMC.

suite: Walker Stand, Walker Walk, Reacher Easy, Fingewisual observation feature input to the control policy network

Spin, and Cheetah Run. (), whereas for ResNet models, the nal feature map
after global average pooling serves as the encoded visual
4.2. Models observation feature input. The default architecture utilized

throughout all experiments is ViT-B/16 for ViT models and

In order to validate the ef cacy of our approach, we expergegNet50 for ResNet models, unless otherwise speci ed.
iment on three pretrained VIiT encoders which have been

widely utilized as a visual encoder for control tasks. For Adroit and MetaWorld tasks, agents receive proprio-

) ) . ceptive data, which are concatenated to the encoded visual
CLIP (Radford etal., 2021) is pretrained on a vast collectionypgenyation features before being fed into the control policy
of web-scale image-text pairs, aligning image and languag@ atwork (). In contrast, for DMC tasks, proprioceptive

features effectively through contrastive learning. Its capabilyt4 is not available, so only the encoded visual observations
ities extend to a variety of tasks, including manipulation andy ¢ ted into 0).

navigation (Shridhar et al., 2022; Khandelwal et al., 2022). _ o o
In line with existing work, our research explores its potential Following existing work (Hansen et al., 2022; Parisi et al.,

as a foundational visual encoder for both manipulation and2022; Majumdar et al., 2023; Nair et al., 2022), we utilize
locomotion tasks. 100 expert demonstrations for Adroit and DMC, and 25

) ) for MetaWorld, across a training span of 100 epochs. The
MVP (Radosavovic et al., 2022) focuses on spatial undegisy,o.motor control policy’s performance is evaluated every

standing by reconstructing randomly masked patches usinggeochs, with the best success rate achieved during training
massive collection of Internet and egocentric data. MVP Unfeported across three independent runs for each task. For
derlines the advantages of pretraining large visual encodergqit and MetaWorld, success rate serves as the primary
from web scale datasets for real-world robotic applicationsmetric, while normalized episode return is used for DMC.
VC-1 (Majumdar et al., 2023) seeks to extend the achieveFurther implementation details are provided in Appendix C.
ments of MVP for pretrained visual representations in

robotics. By coupling the ViT encoder and MAE pretraining 5 Experiments

objective on a more diverse dataset primarily composed of

egocentric data, VC-1 attains competitive results in a wided-1. Main Results

array of visuo-motor control tasks. E2E netuning works. Previous studies have primarily

evaluated the ef cacy of pretrained visual representation for
visuo-motor control tasks by freezing the visual encoders

In this paper, we focus on adapting pretrained visual regand netuning only the control policy network, leaving end-
resentations for visuo-motor control tasks using behaviofo-end netuning as an open question for future investi-
cloning (BC) with minimal expert trajectory data to effec- 9ation (Parisi et al., 2022; Radosavovic et al., 2022; Nair

tively learn a control policy network (). The objective €t al., 2022; Ma et al., 2022). End-to-end netuning within
function is de ned as: this domain hasn't always matched the success observed

in other elds such as computer vision, occasionally re-
L= XX sulting in suboptimal performance in visuo-motor control
tasks. Previous research often suspect over tting as a critical
issue, suggesting the need of unique adaptation strategies
gsuch as performing further self-supervised pretraining on
demonstration data to address these challenges (Yuan et al.,
2022; Majumdar et al., 2023). Our ndings, detailed in Ap-
pendix A, demonstrate that applying standard optimization
Observations in the expert trajectory data consi&5§ strategies from the computer vision domain, such as weight

256RGB images, which are center-croppe®®} 224 decay and cosine learning rate scheduling (He et al., 2022),
For ViT models, thgCLS] token is used as the encoded

4.3. Downstream Evaluation

ja (e (4)
i=1 t=1
wherea, z;, andp; denote the expert action, the encode

visual representation, and the proprioceptive information fo
trajectoryi at timestef, respectively.
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Table 1.Main results: Coln with various pretrained ViTs. Performance improvements achieved by incorporating Coln across 12 tasks

in three benchmarks (Adroit, MetaWorld, DMC) with three independent seeds. For each benchmark, we report the average performance
and the average standard deviation of each task. Coln is indicated in gray rows and the best results for each model are highlighted in bold.
Coln consistently improves performance for all models and across all benchmarks.

Backbone Model Training Strategy Adroit MetaWorld DMC Mean Success
VIP Frozen 58.0 76 920 35 644 38 715
ResNet50 (Ma et al., 2022) Finetuned 63.346 955 39 824 18 804
R3M Frozen 61.3 6.3 925 29 69.8 38 745
(Nair et al., 2022) Finetuned 78.735 949 35 818 17 851
cLIP Frozen 38.7 32 605 51 374 23 455
(Radford et al., 2021) Finetuned 473 32 688 81 628 46 59.6
v Finetuned + Coln 52.7 6.2 888 31 71.1 3.7 70.9(+11.3)
MVP Frozen 58.0 35 89.6 50 64.6 52 70.7
ViT-8 (Radosavovic et al,, 2022 Finetuned 82.0 53 941 49 774 19 845
N Finetuned + Coln 83.3 46 949 35 805 25 86.2(+1.7)
Frozen 50.0 54 86.7 54 61.0 32 659

VC-1 :
. Finetuned 733 52 939 40 749 35 807
(Majumdar etal,, 2023) - bitined+ Coln 77.3 51 95.7 22 807 42 84.6(+3.9)

signi cantly improves netuning performance for large vi- the performance gains when incorporating Coln.
sual encoders in visuo-motor control, leading to enhance

task performance across all models and tasks (Table 1). Eurther comparison with ResNet-based pretrained visual

representation methods reveals an intriguing aspect of
We hope this nding will encourage future research to ex-Coln's performance. Initially, R3M outperforms ViTs, indi-
plore and validate the adoption of computer vision netun-cating the advantage of inductive biases from convolution
ing practices and hyperparameters for thorough evaluatiolayers for these tasks. However, Coln's integration signi -
of pretrained visual encoders in visuo-motor control tasks.cantly enhances VIiT performance, allowing them to meet
or even surpass R3M's success rates in cases like MVP.

Effectiveness of Coln.The integration of Coln with various . ! ) . i .
. This demonstrates Coln's effectiveness in adapting ViTs for
pretrained ViTs leads to notable performance enhancements

across all baseline ViT models and their associated controciOntrOI tasks, especially when the pretrained models lack

tasks, as detailed in Table 1. Speci cally, when Coln is_control-onented features. Full performance table is available

combined with CLIP, there is a signi cant increase in the in Appendix D.

mean performance by 11.3 points. Furthermore, the addition . )

of Coln also bene ts MVP and VC-1, boosting their mean >.2. Analysis of Coln Visual Features

performance by 1.7 and 3.9 points, respectively. In this section, we perform an in-depth analysis regarding
The unique ef cacy of Coln with CLIP, as compared to its the dist_inct prope_:rties of the_: visual fea_tures learned by \m_'s,
integration with MVP and VC-1, can be ascribed to the dis?0th with and without the incorporation of Coln. Our pri-
tinct nature of CLIP's pretraining datasets. MVP and VC-1Mary objective is to determine whether incorporating Coln
are pretrained on datasets with an egocentric perspectiv8, 2 Standard ViT does indeed induce convolutional induc-
making them naturally compatible with environments suchtive bias rich visual features. We utlllzg VC-1 as our base!me
as Adroit and MetaWorld, which require egocentric visualModel throughout our analysis experiments in this section.

inputs from robot agents. Conversely, CLIP, which is preCapturing h|gh frequency_ CNNs excel in detecting de-
trained on diverse web-scale image-text pairs, does not infajled, high-frequency elements in images, including local
tially possess these egocentric, control-centric features. Byetails such as texture, edges and contours (Bai et al., 2022),
integrating Coln, CLIP is endowed with control-oriented in-which is an essential property for effective visuo-motor con-
ductive biases, allowing fora Signi cant enhancement in itStroL Thus, we assess whether Coln he|ps ViTs in Capturing
ability to adapt features for motor control tasks. This demonsych valuable high-frequency elements by examining the
strates that Coln can be especially bene cial for pretrainedtelative log amplitudes in the Fourier transformed feature
ViT models which lack control-centric visual features. We maps (Chen et al., 2022b; Si et al., 2022; Park & Kim, 2022).
would also like to note that despite being pretrained withFigure 5a illustrates our ndings: netuning ViTs with Coln
egocentric data, MVP and VC-1 still lack control-speci ¢ sjgni cantly improves its ability to detect high-frequency
inductive biases necessary for certain tasks, as evidenced Bjgnals compared to a standard ViT. This highlights the cru-
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Figure 5.(a) Comparison of the relative log amplitudes of Fourier-transformed feature mapsViT + Coln incorporates bene cial
inductive biases extracted from convolutional networks, allowing it to capture more high-frequency signals comparedkp VIT.
Translation equivariance comparison.ViT + Coln enhances translation equivariance across intermediate representations within the ViT.
(c) Visualization of self-attention maps obtained through Attention Rollout.ViT + Coln exhibits improved focus on critical regions

for visuo-motor control. All analysis were performed on VC-1 and averaged across all 12 tasks.

cial role of Coln in effectively instilling spatial inductive equivariance rich features via Coln. More qualitative results
biases to ViTs, thereby enhancing the performance of ViTgan be found in Appendix G.
for downstream control tasks.

Translation equivariance. To evaluate whether the con- 5.3. Comparison with Adapters

volutional characteristics of Coln enhance the learning ofn this section, we aim to address a fundamental question:
translation equivariant features for pretrained ViTs, we conpoes the performance improvement of Coln stem primarily
ducted a synthetic experiment following Bruintjes et al.from the utilization of additional parameterd® assess this,
(2023). Speci cally, we computed the Pearson correlationye compare Coln with two well established adapter-based
betweerf 1. (T (X)) andT(f 1 (X)) foralli =1;2;::5;N,  methods, RoboAdapter (Sharma et al., 2023) and Adapt-
whereT represents translations (diagonal shifts)denotes  former (Chen et al., 2022a). Although these adapter-based
the i-th intermediate layers of the VIT (i.€l.1:i(X) =  methods originally focus on parameter-ef cient netuning

fi fi 1 f1(x)) and N refers to the total number of (PEFT), where the pretrained visual encoder is frozen and
layers. Higher correlation values indicate that the model hagnly the lightweight additional modules are netuned for
learned higher translation equivariance. task adaptation (Houlsby et al., 2019; Hu et al., 2021), we

While position embeddings in ViTs are known to present€XPlore a full netuning variant of this approach where
challenges for learning translation equivariance (Xu et alth€ Pretrained visual encoder is netuned alongside with
2023; Dai etal., 2021; Ding et al., 2023), Coln alleviates thisth® additional adapter modules. Such full netuning vari-
issue by directly injecting translation equivariance rich fea@Nt Provides an ef cient means in incorporating additional
tures into the output patches of the patch-embedding laydfSk-SPeci ¢ parameters during netuning.

(Figure 3). As illustrated in Figure 5b, we observed thatOur ndings, as detailed in Table 2, demonstrate that none
incorporating Coln with ViTs enhances translation equivariof the adapter-based baseline methods match the perfor-

ance throughout the ViT intermediate representations.  mance of Coln. Notably, for CLIP, only Coln was able to
Attention visualization. Additionally, we employ Attention ~ €nhance CLIP's performance while all other adapter base-
Rollout (Abnar & Zuidema, 2020; Gildenblat, 2020) to visu- I[nes f§uled to provide any pe'rformance gains. This observa-
alize the self-attention maps of both VC-1 with and without fion aligns with our explanation of why Coln offers greater
Coln (Figure 5c). This qualitative analysis further demon.Performance gains for CLIP compared to VC-1. The lack of

strates that when equipped with Coln, ViTs effectively focusPerformance gains from other adapter baselines can be at-

more on image regions that are semantically relevant folributed to their composition, which consists solely of MLPs
visuo-motor control. This also highlights the ef cacy in and does not include any control-oriented inductive bias. As

further providing ViTs with spatial Iocality and translation aresult, these baselines are ineffective in helplng CLIP learn
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dings enriched with convolutional inductive biases, which

Table 2.Full netuning performance against adapter methods. v 0 pretrained VIT had not previously encountered.

We report the mean performance of full netuning across all 12
tasks in Adroit, MetaWorld, and DMC. Evaluations were con-Despite Coln not being originally designed for parameter-
ducted using CLIP and VC-1 with ViT-B. Underscored values ef cient transfer, the results in Table 3 demonstrate Coln's
indic_ate the hidden dimension size of the adapter modules. chuperior performance against traditional adapter methods.
detailed results, refer to Table 11. This highlights the potential of our approach for parameter

Model Module # trainable params  Mean ef cient transfer learning of visual encoders in control tasks.
X 85.8M 596 In addition, _similar to the full netuning scenario, thg ap-
AdaptFormeg, +1.2M 59.4 parent effectiveness of Coln over other adapter baselines for
CLIP  RoboAdapteys +1.2M 59.2 CLIP further emphasizes the effectiveness of Coln's ability
RoboAdaptefs, +3.5M 59.1 to inject control-centric inductive biases crucial for visuo-
Coln +3.1M 70.9 . . . .
motor tasks into pretrained ViTs which lack such biases,
X 85.8M 80.7
AdaptFormeg, +1.2M 82.3 .
VC-1  RoboAdaptes; +1.2M 83.0 5.4. Ablation Study
RoboAdapters, +3.5M 82.5
Coln +3.1M 84.6 5.4.1. EATURE PYRAMID COMPONENTS

In Section 3.2, we discussed the rationale behind incorpo-
rating multi-scale feature maps in Coln instead of relying

control-oriented features. In contrast, Coln's ability to im- . . .
) . . . T solely on a single feature map from its convolutional mod-
part control-oriented inductive biases signi cantly enhances

. : ule. The central idea is that multi-scale feature maps can
CLIP's capacity to adapt features for motor control tasks. _. . : . -
signi cantly improve the representational capabilities of

This nding suggests that the effectiveness of Coln is notvisuo-motor control policies by capturing objects at differ-

merely due to the inclusion of additional trainable parameent scales. This multi-scale approach is deemed critical for

ters. Instead, it signi cantly stems from the strategic integravisuo-motor tasks, where the size and appearance of objects

tion of locality and translation equivariance biases, whichor obstacles can greatly vary. To evaluate our hypothesis,

are lacking in standard ViTs and are particularly bene cialwe evaluated a variant of Coln that exclusively usesithe

for pretrained models lacking control-centric visual featuresfeature map. This feature map matches the resolution of
ViT-B/16, meaning it is%th the size of the input resolution

) and does not offer a variety of feature scales.
Table 3.PEFT performance against adapter methods\We report

the mean performance of parameter-ef cient netuning across
all 1d2 tet\slgs |r) Adcr:oLllt&)Mectia\\;\g)rlld, ?Q%?'\EA;CU Ec;/aluatlor:js wlere Table 4.Feature Pyramid Comparison. Compared to using a
g%q uc eh uﬁ,'gg i and V- W'f hl -d' n erscdorle vg U?S ingle-scale feature mdp »g, utilizing multi-scale feature map
indicate the hidden dimension size of the adapter modules. For full- +:F2: Fg s bene cial for Coln.

results, refer to Table 12.

Model & ’ ) Meta-
Model Module #trainable params Mean Strategy [ eoalure Pyramid - Adroit o DMC - Mean
X - 45.5 CLIP + X 473 32 688 81 628 46 59.6
AdaptFormes, 1.2M 51.3 Finetuned fF 29 51.3 52 86.1 40 739 33 704
CLIP RObOAdathﬁ‘l—4 1.2M 50.1 fF 1;F2; F3g 527 62 888 31 711 37 70.9
RoboAdapters, 3.6M 50.3 Vel + X 733 52 93.9 40 749 35 807
Coln 3.3M 67.9 Finetuned fF 29 76.0 35 952 34 799 31 837
fF1;F2Fsg  77.3 51 957 22 80.7 42 846
X - 65.9
AdaptFormeg, 1.2M 78.8
vC-1 Ffosoﬁgapt% éém ;g-g Table 4 indicates that even the single-scale variants signi -
° OCOﬁ]ptefgz — — cantly improves the performance against the vanilla baseline,

clearly highlighting the bene ts of integrating inductive bi-

Additionally, we also conduct experiments under the PEFTaseE.; tailored to control ta;ks. Additionally, incorporating

. S . o multi-scale feature maps yielded even better results, demon-
scenario, which is the typical approach for training adapterétratin the ef cacy of providing varied scale perspectives
based methods. In this approach, the visual encoder is frozen 9 yorp 9 persp '
and only the lightweight additional modules are netunedWe note that the integration of multi-scale feature maps
To achieve this, Coln was minimally modi ed to include into Coln is both ef cient and cost-effective, as they are
additional lightweight bottleneck MLP layers (merely 0.2M intrinsically generated from the lightweight convolutional
additional parameters) for the rsttwo VIiT encoder block. layers. Given these empirical observations, we set the multi-

These layers are designed to process novel patch embestale feature pyramid as our standard setup for Coln.
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5.4.2. SALING STUDY ing behavior cloning, to highlight how Coln effectively en-

To furth derstand the effecti f Col | V__Ihances\ﬁTs for control tasks under limited data availability.
o furthér understand the eflectiveness ot L.oin onfarger Vil pajieve that extending Coln to reinforcement learning

\rz_?_dljlls"l Werperfolrlnlgdt ex|£> enrr:}er;(;s :Vgﬁ;etﬁol; ":‘fr_)rp“b?d g?or complex robotic tasks is a valuable avenue for future
q t- | thac Osslf f ats S.COVSC (13 e'th dS 't?] .tg Ie investigation. Moreover, while our current experiments are
etalls the results ot netuning V-1 with and Without 01N, -, 4, +ted within simulated environments, real-world robot

for ?]Ott)h V'EB/ 1?:’"": \AIL_Il_lél F(l);performance results of experiments may present additional challenges and leave the
each benchmark, reterto lable Lo. evaluation of Coln on real-world hardware as future work.
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A. Finetuning strategy

Prior research mainly evaluate pretrained visual encoder for visuo-motor control tasks by keeping them frozen and netuning
only the control policy. However, we argue that this approach does not fully assess the capabilities of pretrained visual
encoders for visuo-motor control tasks. To understand their effectiveness, it is crucial to examine the effectiveness of
pretrained visual encoders both when they are frozen and when they are netuned. For instance, previous studies have
suggested that linear probing may not accurately correlate with transfer learning performance (Chen & He, 2021), with
some ndings showing inconsistent rankings across tasks (See Figure 9 in (He et al., 2022))

Despite this, how to optimize pretrained visual encoder for visuo-motor control tasks is an under-researched question which
has not received the attention it should by the research community. Addressing this gap, our experiments demonstrate that
applying ViT netuning strategies commonly utilized by the computer vision community are also effective for visuo-motor
control tasks.

Table 6.Finetuning strategy ablation. Here we present the mean succes of VC-1 with ViT-B netuned across all 12 tasks in Adroit,
Metaworld, and DMC. The grey row indicates our default setup for netuning ViTs. Cosine LR indicates cosine learning rate decay and
LLDR indicates layer-wise learning rate decay.

Finetune Weightdecay CosineLR LLDR Mean Success

(@) - - - - 65.9
(b) X - - 55.1
(©) X X - - 58.9
d X X X - 76.5
) X X X X 80.7

Our results, as shown in Table 6 (a) and (b), rst reveal an initially counter-intuitive nding which has often been observed
by previous research (Yuan et al., 2022; Majumdar et al., 2023): simply netuning VC-1 with ViT-B results in deteriorated
performance compared to its frozen counterpart. This is counter intuitive since further training the visual encoder on
in-domain speci ¢ data should increase performance, not deteriorate the performance of the control policy. We speculate
that the main cause of this performance deterioration is due to over tting. By implementing a combination of weight decay,
cosine learning rate decay, and layer-wise learning rate decay (Bao et al., 2022; Clark et al., 2020), which are techniques
commonly used in netuning ViTs (He et al., 2022; Bao et al., 2022; Dong et al., 2022; Steiner et al., 2021), we observe
signi cant performance improvements. Speci cally, applying weight decay led to a 3.8 points incEgke ( 58.9),

cosine learning rate decay resulted in a further 17.6 point b68€( 76:5), and layer-wise learning rate decay (Clark

et al., 2020; Bao et al., 2022) added an additional performance improvement of 4.2 p6ibts (80:7). These strategies
demonstrate the potential of netuning to unlock the full capabilities of pretrained visual encoders for visuo-motor control
tasks.

B. Comparison with ViT-Adapter

Here, we describe in detail how Coln differs compared to the context of existing computer vision literature which introduce
convolutional inductive biases to the ViT architecture, particularly in relation to ViT-Adapter (Chen et al., 2022b). We
provide a detailed explanation to elucidate the difference between Coln and ViT-Adapter and illustrate the advancements
that Coln offers through experimental results.

We would rst like to clarify that Coln and ViT-Adapter differ in (i) motivation and (ii) practical implementation. The main
motivation behind Coln is ifnjecting convolutional inductive biases into pretrained Vids spatial locality and translation
equivariance are bene cial properties in performing precise visuo-motor control. In contrast, the principal motivation behind
ViT-Adapter is to construct an effective multi-scale feature map from pretrained ViT representations. This multi-scale
feature map is subsequently used by dense prediction heads (He et al., 2017; Cai & Vasconcelos, 2019; Kirillov et al., 2019)
to perform tasks such as object detection and semantic segmentation. Although Coln incorporates elements inspired by
ViT-Adapter, this difference in their motivations results in a key distinction: Coln does not require the Extractor module
present in ViT-Adapter and operates exclusively with the Injector module.

In ViT-Adapter, the Extractor module constructs effective multi-scale convolutional featurefgaps fF 1;F2; F3g
by distilling representations from a pretrained ViT. This feature map serves as the output of ViT-Adapter. Conversely,
Coln focuses on injecting convolutional inductive bias rich features into pretrained ViTs for effective visuo-motor control.
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Consequently, the Injector module is essential for Coln while the Extractor module is unnecessary from a motivation
standpoint. In addition, Coln employs the TLS] token, rather than the multi-scale feature mBps, = fF 1;F2;F3g

for predicting actions. This further underscores the redundancy of the Extractor module in terms of practical implementation.
Therefore, driven by its core motivation and implementation strategy, Coln solely utilizes the Injector module.

Table 7.Performance comparison between Coln and ViT-Adapter We report the mean performance results of Coln against ViT-
Adapter across all 12 tasks in three benchmarks (Adroit, MetaWorld, DMC) with three independent seeds. Coln signi cantly outperforms
ViT-Adapter in terms of computational cost, inference speed, and mean performance.

Model (ViT-B/16) Additional component # trainable params MACs Inference speed Mean

VC-1 X 85.8M 16.88G 6.04 ms 80.7
VC-1 + ViT-Adapter  Injector & Extractor 103.2M 26.07G 14.50 ms 80.8
VC-1 + Coln (Ours) Injector only 88.9M 19.06G 8.78 ms 84.6

Moreover, through extensive experiments across 12 varied visuo-motor control tasks, we empirically observed that Coln
outperforms ViT-Adapter signi cantly in (i) computational cost (26.07G19.06G), (ii) inference speed (14.50 ms

8.78 ms) and in (iii) mean score performance (80.84.6). These empirical results clearly supports our architectural
choices behind Coln and demonstrates the advantages of Coln over ViT-Adapter for visuo-motor control tasks. We note
that computational costs were calculated using ptigf@ovrasov, 2024) and inference speed was calculated on a single
RTX-3090 GPU using a single input image with a resolution of 224 x 224.

In summary, Coln's contribution is in its optimized and practical architecture tailored towards effectively adapting large-
scaled pretrained ViTs for visuo-motor control applications. Coln differs from ViT-Adapter in terms of both motivation
and architectural design, while also demonstrating superior performance in computational cost, inference speed and mean
performance.

C. Implementation Details
C.1. Visual encoder

Detailed hyperparameters for netuning pretrained visual encoders with and without Coln are listed in Table 8. The same set
of hyperparameters is shared across all pretrained visual encoders, regardless of the task and architecture, with the following
exceptions: (i) a smaller learning weight is used for CLIP-related experiments, and (ii) different layer-wise learning rate
decay values are applied between ViT-based models and ResNet-based models.

C.2. Control policy

We closely follow the architecture and training hyperparameters of the control policy network from prior work (Majumdar

et al., 2023; Hansen et al., 2022). Speci cally, the control policy network is a 4-layer MLP with 256 hidden units each
and RelLU activation. Additionally, the control policy includes a 1D BatchNorm layer at the beginning to normalize the
pretrained visual representations. As in VC-1 (Majumdar et al., 2023), we also use frame-stacking, where the visual encoder
individually encodes each observation in the stack of recent observations. The control policy then fuses the encoded features
using Flare (Shang et al., 2021). Detailed hyperparameters for netuning the control policy network are listed in Table 9. As
with their visual encoder counterpart, the same set of hyperparameters are shared across all tasks regardless of the visual
encoder architecture.

C.3. Coln

Positional embeddingd-or the multi-scale convolutional feature mapgn, = fF 1; F2; F3gwithin Coln's Injector module,

we assign separate learnable 1D embeddings for each scale which act as positional embeddings. For example, feature
mapF; with scaleH=8 W=8 is combined with a positional embeddifig, 2 RY, while feature magF 3 with scale

H=32 W=32is combined with a different embeddifig:, 2 RY. These learnable 1D embeddings enable the model to
distinguish features extracted from different scales.

3Code :https://github.com/sovrasov/flops-counter.pytorch
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Table 8.Visual encoder netuning hyperparameters. The same set of hyperparameters is applied across all pretrained VIiT and ResNet
methods - except for (i) using a smaller learning weight for CLIP-related experiments and (ii) applying different layer-wise learning rate
decay values between ViT-based models and ResNet-based models - when performing netuning regardless of with or without Coln for
all tasks.

Hyperparameter Value
Optimizer Adamw
CLIP:1 104

Learning rate others 1 10 2

Optimizer momentum  ;; > =0:9;0:999

Layer-wise Ir decay VIT:0.75
ResNet: 1.0
Weight decay 0.05
Batch size 256
Learning rate schedule cosine decay
Warmup epochs 5
Training epochs 100

Table 9.Control policy netuning hyperparameters. The same hyperparameters are applied across all tasks.

Hyperparameter Value
Optimizer Adam
Learning rate 1 10°3
Optimizer momentum 1;  =0:9;0:999
Hidden units 256, 256, 256
Frames stacked 3

Batch size 256
Training epochs 100

Cross-attention mechanismColn's cross-attention mechanism uses deformable attention (Zhu et al., 2020) to address the
inherent computational inef ciency of global self-attention where each query token has a global spatial receptive eld and
examines every key/value token when computing attention weights. This leads to quadratic computation requirements in
terms of the total number of query and key tokens. Motivated by the key underlying principle of deformable convolution (Dai
etal.,, 2017), our implementation enables each query patch token (i.e., reference points) in the deformable attention module
to selectively focus on a small set of spatially relevant locations (i.e., sampling locations) by predicting a xed number of
sampling offsets respective to the reference point. This selective attention module circumvents the necessity of computing
attention weights for every key token for each query token, concentrating instead on a xed number of key points identi ed
for each query patch token. As a result, this signi cantly reduces the computational complexity to linear terms relative to the
number of query tokens, enhancing the ef ciency of the cross-attention process. Therefore, employing deformable attention
aligns with our goal in achieving a scalable, fast, and effective cross-attention mechanism for Coln, while also focusing on
spatially relevant local locations.

Architecture con gurations For the deformable attention, we x the number of sampling points to 4, and the number of
attention heads to 12 and 16 for ViT-B and ViT-L, respectively. In addition, we downsize the feature embedding size in our
Injector module to save computation overhead, where the hidden dimension size is 192 for ViT-B and 256 for ViT-L. We
only use a single Injector module in all experiments, as additional Injector modules did not provide additional gains.
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D. Main Results

Table 10.Success rate of each individual task and modelVe present the success rate and standard deviation for each task and model
we evaluate during our experiments for Section 5 before aggregating them for each benchmark. All tasks were evaluated with three
independent seeds.

Task Adroit MetaWorld DMC

Model pen relocate hammer drawer open  button press  bin picking  assemplyalker stand walker walk reachereasy ngerspin cheetah run
VIP Frozen 787 23 373 129| 947 46 987 23 827 23 933 23 907 6.1 769 8.0 472 1.7 897 48 702 04 382 43
VIP Finetuned 800 00 467 92| 987 23 1000 00 960 40 880 40 947 92| 945 13 877 16 8%1 26 698 02 707 34
R3M Frozen 787 46 440 8.0 | 1000 0.0 1000 00 747 6.1 933 23 947 6.1 882 1.0 645 6.8 910 6.1 687 1.0 367 39
R3M Finetuned 827 23 747 4.6 | 1000 00 1000 00 840 106 933 23 973 46 | 966 13 897 10 918 43 689 08 621 1.1
CLIP Frozen 680 40 93 23 80:0 4.0 987 23 560 80 400 69 280 4.0 438 4.6 149 1.0 505 21 636 24 144 11
CLIP Finetuned 760 40 187 23| 907 23 97.3 23 467 162 653 129 440 6.9 838 33 498 9.0 797 43 689 09 319 54
CLIP Finetuned + Coln| 760 4.0 293 83 | 987 23 1000 00 760 0.0 907 83 787 46 926 5.2 776 35 720 30 706 11 427 57
MVP Frozen 773 23 387 46| 920 69 1000 00 853 46 800 4.0 907 9.2 826 5.7 526 7.6 917 49 704 03 258 73
MVP Finetuned 81:3 23 827 83| 1000 00 1000 0.0 893 46 893 92 920 106| 963 09 898 13 844 42 699 08 467 21
MVP Finetuned + Coln| 787 23 880 6.9 | 1000 00 1000 00 920 80 867 23 960 6.9 963 0.8 889 21 980 05 689 3.0 507 6.2
VC-1 Frozen 733 46 267 61| 960 40 1000 00 813 101 707 46 853 83 755 17 446 33 831 57 704 13 313 40
VC-1 Finetuned 747 23 720 80| 987 23 1000 00 933 46 853 23 920 106| 965 05 784 3.6 834 82 696 0.9 466 43
VC-1Finetuned + Coln 80:0 4.0 747 6.1 | 1060 0.0 1000 00 933 23 907 23 947 61| 959 21 866 33 936 68 693 06 583 83

E. Adapter-based Methods Results

Table 11 Detailed full netuning performance results against adapter methods.We report the full performance results of Coln
compared to adapter-based methods for full netuning, using CLIP and VC-1 with ViT-B across three independent seeds.

Model Module # trainable params Adroit MetaWorld DMC Mean
X 85.8M 473 32 688 81 628 46 59.6
AdaptFormeg, +1.2M 48.0 54 717 80 586 38 594
CLIP RoboAdaptey; +1.2M 473 32 688 59 614 3.0 592
RoboAdapters, +3.5M 473 12 675 89 624 37 59.1
Coln +3.1M 52.7 62 888 31 711 37 70.9
X 85.8M 733 52 939 40 749 35 80.7
AdaptFormeg, +1.2M 753 31 941 43 774 27 823
VC-1 RoboAdaptes; +1.2M 747 43 949 29 795 21 83.0
RoboAdapters, +3.5M 753 6.2 952 46 77.1 32 825
Coln +3.1M 773 51 957 22 80.7 42 846

Table 12 Detailed PEFT performance results against adapter methoddlVe report the full performance results of Coln compared to
adapter-based methods for parameter-ef cient netuning, using CLIP and VC-1 with ViT-B across three independent seeds.

Model Module # trainable params Adroit MetaWorld DMC Mean
X - 38.7 32 605 51 374 23 455
AdaptFormeg, 1.2M 413 23 67.7 84 450 44 513
CLIP RoboAdaptey, 1.2M 447 65 619 65 437 32 501
RoboAdaptefy, 3.6M 453 58 619 48 438 26 50.3
Coln 3.3M 51.3 101 86.9 55 654 44 679
X - 50.0 54 86.7 54 61.0 32 659
AdaptFormeg, 1.2M 68.7 84 909 54 76.8 29 78.8
VC-1 RoboAdaptey, 1.2M 70.0 42 931 49 733 30 788
RoboAdaptefy, 3.6M 69.3 51 915 58 758 39 789
Coln 3.3M 66.7 81 939 31 77.8 39 795
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F. Ablation Results

Table 13 Detailed performance results for Coln with larger scale.We provide the full performance results of Coln when paired with
ViT-B/16 and ViT-L/14 for VC-1 across three independent seeds. We observe that Coln boosts visuo-motor control task performance for
both scales, where ViT-B + Coln outperforms the larger ViT-L.

Backbone Scale & . .
Model & Strategy Additional Module # trainable params  Adroit MetaWorld DMC Mean

ViT-B 85.8M 73.3 52 939 40 749 35 807

VC-1+ ViT-B + Coln 88.9M 773 51 957 22 807 42 846
Finetuned ViT-L 303.3M 787 76 952 49 763 11 834
ViT-L + Coln 307.7M 76.0 61 97.6 31 798 33 845

G. Additional Visualization of Coln

To analyze where our model focuses on the input images, we apply the Attention Rollout technique as described by Abnar
& Zuidema (2020); Gildenblat (2020). We rst select the attention heads with the maximum attention weights (minimum
for DMC) and eliminate 90% of the attention pixels to concentrate on the most signi cant parts. Figure 6 presents further
gualitative examples of these attention rollouts. Overall, the integration of VIiT with Coln demonstrates a relatively precise
ability to identify the positions of hands/grippers and objects (Adroit and MetaWorld) as well as the agents (DMC).
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